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02 |04/08/25| A.MADHIAN [R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
01 [04/08/14 A.MADHIAN  |R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
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ELECTRICAL CABLE ROUTE AND SECTION
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NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2— CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALID ONLY FOR ELECTRICAL PURPOSE.

6— ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8— ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIVIL DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

11— FOR DETAIL OF INSTRUMENT CABLES, REFER TO "INSTRUMENT LOCATION LAYOUT & CABLE ROUTE”,
DOCUMENT No: "POT—150-DE—IN—PPL—4116".

4D
a0

2y 2
7] WY e elen
i o2

BD-00-DP— g
AREA LIGHTING \&&VEL i}

M\\\\\\
[l

BD-00~-DP-03
AREA LIGHTING PANEL D3
= |

L
(=) 4 : 8
SB 5p-00-s5-05 N
El § = e e
§ =
§ =
N = BD—00-DP—01
N J- AREA LIGHTING PANEL 0
e v § IS .
O O

m09-SB-06

PITZZZZZZIZZ.

SYMBOL & LEGEND

27

CABLE TRAY/LADDER

SOIL CABLE TRENCH

=== | CONDUIT
D HANDHOLE
B8 | pUCK BANK
03 |04/09/09 A.MADHIAN  |R.RAZMIR.RAZMI APPROVE FOR CONSTRUCTION
02 |04/08/25 A.MADHIAN  |R.RAZMIR.RAZM] APPROVE FOR CONSTRUCTION
01 |04/08/14 A.MADHIAN  |R.RAZMIR.RAZM] APPROVE FOR CONSTRUCTION
00 [04/06/19 A.MADHIAN  |R.RAZMIR.RAZM] ISSUED FOR COMMENT
REV| DATE DESIGN|DRAWN |CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
n‘ n' P.M.O o Sl s
() (oLe rolgras) Ly o bl caSyis e
BEHIN TARH PAYDAR —
BTP CO.)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402—T—13800

PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT

PREPARED BY: 4 viapmian | TTLE:
ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g razM| LAYOUT
CONT. No. | REF. | PROJ.| PH. | DISC. | TYPE. | SEQ. | REV. [SHEET NO,
125/13800 | POT | 150 | DE EL | pwe | 3115 | 03 |020F 16
2 10 11 12




1 2 3 4 5 6 7 8 9 10 11 12

NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2— CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALID ONLY FOR ELECTRICAL PURPOSE.

6— ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8— ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIVIL DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

11— FOR DETAIL OF INSTRUMENT CABLES, REFER TO "INSTRUMENT LOCATION LAYOUT & CABLE ROUTE”,

DOCUMENT No: "POT—150-DE—IN—PPL—4116".
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NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2— CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALID ONLY FOR ELECTRICAL PURPOSE.

6— ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8— ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIVIL DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

11— FOR DETAIL OF INSTRUMENT CABLES, REFER TO "INSTRUMENT LOCATION LAYOUT & CABLE ROUTE”,
DOCUMENT No: "POT—150-DE—IN—PPL—4116".
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NOTES
1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2— CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.
3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.
5— THIS DOCUMENT IS VALID ONLY FOR ELECTRICAL PURPOSE.
6— ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8— ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.
9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIVIL DRAWINGS.
10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.
11— FOR DETAIL OF INSTRUMENT CABLES, REFER TO "INSTRUMENT LOCATION LAYOUT & CABLE ROUTE”,
DOCUMENT No: "POT—150—-DE—IN—-PPL—4116".
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1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.
9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.
10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.

1- FDR DEI'AIL OF INSTRUMENT CABLES, REFER
No: “POT—150-DE-IN-PPL—4116".
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NOTES

1= ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2~ CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIFPED GALVANIZED MODULAR TYPE.

3- IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT S VALID ONLY FOR ELECTRICAL PURPOSE.

B- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7- LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8- ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

L.V. CABLES: H.V. CABLES
CONTROL CABLES EARTHING WIRE\ / ; ; 9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CML DRAWINGS.
_Av A A l 10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

™ J Y Y // 1- FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE",
/ DOCUMENT No: “POT—150-DE—IN—PPL—4116".
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NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

1- FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE",
DOCUMENT No: “POT—150-DE—IN—PPL—4116".
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00 j04/06/19 AMADHIAN  [R.RAZMIR.RAZMI| ISSUED FOR COMMENT
REV] DATE DESIGN|DRAWN [CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
') n q "q P.M.O st Jrlee g

N o BEHIN TARH PAYDAR ¥

(BTP CO))

SCALE: NTS SIZE:A3 PROJ. NO.: 1402—-T-13800
PROJ:

PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT

ELECTRICAL CABLE MARKERS (ONLY DIRECT BURIED TRENCH)

ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT

CONT. No. REF. | PROJ.| PH. DISC. | TYPE. | SEQ. REV. [SHEET NO

12S5/13800 POT 150 DE EL DWG 3115 03 |08 OF 16

3 4 S 6 7 8 9 10 1 12




3 4 5 6 7 8 9 10 1 12
NOTES
1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.
3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
S 4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.
- ] 5 THIS DOCUMENT IS VAUID ONLY FOR ELECTRICAL PURPOSE.
i) ,Z -] >”A” 8- ALL OF CABLE LADDEE/‘I'RAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
CABLE ROUTE MARKER A L uBss p 7- LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
__A 8- ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.
(NOTE 3) 9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.
\ 10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.
V ' 1— FOR DETAIL OF INSTRUMENT GABLES.REFER_TD'IIGI'RUMENT LOCATION LAYOUT & CABLE ROUTE",
,/ / DOCUMENT No: “POT—150—-DE—IN-PPL—4116".
9 99 2
DIRECT BURIED CABLE TRENCH ——= B S
CONCRETE DUCT BANK L REFERENCE DOCUMENT
(&Y I
I I
PILAN VIEW
SYMBOL & LEGEND
CABLE ROUTE MARKER 7773 | case TRay/rapoER
/(NOTE 3)
ROAD - SOIL CABLE TRENCH
FINISHED GRADE
C AW \/ : — | o
4 S 4
OPEN DITCH :
7 g D HANDHOLE
K V. \‘. > B DUCK BANK
/ T~ { -
N\
CLEAN SAND CRID BAR
CABLE (NOTE 2)
DIRECT BURIED CABLE TRENCH ' w T — 72—~
SECTION "A-—A ® ®
CONCRETE DUCT BANK f\
f Plan
6” PVC PIPE
WIDTH VARIES \_I/
(@]
/ 5 {
4 4 /I\ TYPICAL REINFORCEMENT
J J / CONCRETE
& & " ENCASEMENT
N o
\} /—/ \V // 03 |04/09/09| AMADHIAN [R.RAZM[R.RAZM| APPROVE FOR CONSTRUCTION
Q
g t 02 |04/08/25| AMADHIAN [R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
01 |04/08/14| AMADHIAN [R.RAZM[R.RAZM| APPROVE FOR CONSTRUCTION
|175_|_ 225 | 225 | | 2235 | 225 | 175 PVC PIPE 00 |04/06/19| AMADHIAN [R.RAZMIR.RAZM|  ISSUED FOR COMMENT
! ! Prvp, ! ! ! —~"(NOTE 4,5)
REV] DATE DESIGN [DRAWN |CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
SECTION "B-B” ')pnm P.M.O e e
SECTION OF CABLE DUCT BANK { ettt il s
BEHIN TARH PAYDAR
DETAIL OF CABLE DUCT END (BTPCO)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402—T-13800
PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT
PREPARED BY:  , \iapmian | TTHE!
ELEC TQ/CAL DUC‘T BANK ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT
CONT. No. | REF. | PROJ.| PH. | DiSc. | TYPE. | SEQ. | REV. [SHEET NO
125/13800 | POT | 150 | DE EL DWG | 3115 03 |09 OF 16
3 4 5 8 7 8 9 10 1 12




NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5 THIS DOCUMENT IS VALID ONLY FOR ELECTRICAL PURPOSE.
BILL OF MATERIAL 8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7- LIGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
No. | UNIT | Q'TY DESCRIPTION REMARK 8- ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.
9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CML DRAWINGS.
1 m AS’ STEEL CHANLE C TYPE C100x50x5x7.5THK 10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.
REQ'D E1— FOR DETAL OF INSTRUMENT CABLES, REFER JO “INSTRUMENT LOGATION LAYOUT & GABLE ROUTE'.}
AS DOCUMENT No: “POT—150-DE~IN-PPL—4116".
2 EA REQ'D HOLD DOWN CLIP
3 EA AS STAINLESS STEEL ROUND HEAD BOLT
REQ’D | (M6X25mm), NUT AND WASHERS
4 EA AS STAINLESS STEEL, M6x25L ROUND
REQ’D | HEAD BOLT, NUT W/WASHER
5 m Rég'D STEEL ANGLE L50x50x5THK REFERENCE DOCUMENT

CABLE LADDER/TRAY 150 100
W/COVER (H.D.G.) |—

SYMBOL & LEGEND
— /\/’

NE) {7 '} | CABLE TRAY/LADDER
i - SOIL CABLE TRENCH
| WELD
[(TYP.) STEEL —— | conpurr
STRUCTURE
o D HANDHOLE
]
R
E 222 | pucK BANK
@®) (SLIP STOPPER)
®
(o]
Q
0
2
OPENNING AREA =
FOR CABLE LADDER/TRAY
\ FINISH GARDE

\ [ [ [ — X

CONCRETE
TRENCH

Plan

03 [04/09/09 AMADHIAN  [R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

02 |04/08/25 A.MADHIAN  |R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

01 |04/08/14 A.MADHIAN  |R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

00 j04/06/19 A.MADHIAN  |R.RAZMIR.RAZMI ISSUED FOR COMMENT
REV] DATE DESIGN|DRAWN [CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
') n q ‘ 'q P.M.O e Sl i
T BEHIN TARH PAYDAR ¥
(BTP CO)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402-T-13800

CONCRETE TRENCH PROV
CA BLE LA DDER T/QAY CO/\/NEC‘ T/ON PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT

PREPARED BY: TITLE:

AMADHIAN
ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT

CONT. No. REF. | PROJ.| PH. DISC. | TYPE. | SEQ. REV. [SHEET NO

12S5/13800 POT 150 DE EL DWG 3115 03 |10 OF 16

3 4 S 6 7 8 9 10 1 12
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PLATE \ <
FIELD WELD ———<T = mo| -
CONCRETE
COLUMN % CABLE TRAY
COVER
% CAST-IN-PLACE
FINISHED / CONCRETE COVER
#

—~— CABLE TRENCH

POWER &
CONTROL CABLE

@

CONCRETE COLUMN

/O

|

PLAN VIEW

L]

NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

1- FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE",
DOCUMENT No: “POT—150-DE—IN—PPL—4116".

REFERENCE DOCUMENT

SYMBOL & LEGEND

CABLE TRAY/LADDER

SOIL CABLE TRENCH

CONDUIT

HANDHOLE

Jlo) | (m|

DUCK BANK

Plan
DWG
CODE DESCRIPTION UNIT| QTY
1 ANGLE, STEEL, SS41, H.D.G 75 x 75 x 6mmt M| 2
2 | HOLD DOWN CLAMP, STL. H.D.G EA| 4 {
3 | HEX HEAD BOLT, SS41, GALV. M12MM EA| 4
4 | HEX HEAD NUT, SS41, GALV. M12 EA| 4
03 04/09/09 A.MADHIAN |R.RAZMIR.RAZMI APPROVE FOR CONSTRUCTION
5 PLAIN WASHER! SS41’ GALV M12 EA 4 02 04/08/25 A.MADHIAN |R.RAZMIR.RAZMI APPROVE FOR CONSTRUCTION
6 01 04/08/14 A.MADHIAN |R.RAZMIR.RAZMI APPROVE FOR CONSTRUCTION
SPRING WASHER’ SS41’ GALV M12 EA 4 00 04/06/19 A.MADHIAN |R.RAZMIR.RAZMI ISSUED FOR COMMENT
7 | EXPANSION ANCHOR BOLT W/NUT M10 DIA x 60MML EA| 4 REV] DATE | DESIGN)DRAWN [CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
P.M.O ot Jre
Co PNV — X
AERANARRSE BEHIN TARH PAYDAR
(BTP CO))
SCALE: NTS SIZE:A3 PROJ. NO.: 1402—-T-13800
PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT
PREPARED BY: AMADHIAN TITLE:
TRAY AND LADDER SUPPORT ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT
CONT. No. REF. PROJ. PH. DISC. TYPE. | SEQ. REV. [SHEET NO
125/13800 POT 150 DE EL DWG 3115 03 11 OF 16
2 3 4 5 6 7 8 9 10

1 12




SEE DETAIL "A”—\

CONCRETE
/ STRUCTURE
4

<4

AS REQ'D 50

CABLE 7
LADDER/TRAY(H.D.G.)

1 i
L o

)

NOTES

BILL OF MATERIAL 2 CALE LADDERS/ oA SHAL BE MADE G O DFPED GAVANZED WIOULR TPE.
No. | UNIT | Q'TY DESCRIPTION REMARK| [ w oo or vesnou uioems e oune s 5€ Surortn e .
5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.
1| m | hS. | STEEL ANGLE L5OX50XSTHK bt ot s oo s e e v
5o | EA | o |STANLESS STEEL ROUND HEAD BOLT o o BocT LOoATON O <HBLE THENCH SEE RELEUANT ML DRANNGS,
(M6X25mm),NUT AND WASHERS 10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.
E‘I— FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE'.}
3 | EA | 1 |PLATE, CARBON STEEL 200x200x6THK DOCUMENT Yo O 150-0E W FHAITE
4 | EA | 4 |SELF DRILLING EXPANSION ANCHOR M8x75L

REFERENCE DOCUMENT

SYMBOL & LEGEND

SPOT WELD
(TP {7 7} | cABLE TRAY/LADDER
3 4
- SOIL CABLE TRENCH
—— | conpurr
CONCRETE STRUCTURE STEEL STRUCTURE
/ O | saworore
T~ 8228 | puck Bank
50 , AS REQ'D , 50 ,
\ 200
o
N 40 | 120 | 40
CABLE
T © ﬂ}\ LADDER /TRAY(H.D.G.) | /®
(4—¢ 9 HOLE) . i
3l | QE
Q| o~
\ SPOT WELD
(TYP.) I\ spoT wELD
- 4 ﬂ}\ (TYP.) Plan
NG
¥ STEEL STRUCTURE
DETAIL "A”
(SIDE VIEW) !
03 [04/09/09| AMADHIAN |R.RAZMIR.RAZM| ~APPROVE FOR CONSTRUCTION
02 [04/08/25| AMADHIAN |R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
01 [04/08/14| AMADHIAN |R.RAZMIR.RAZM| ~APPROVE FOR CONSTRUCTION
00 [04/06/19| AMADHIAN |R.RAZMIR.RAZM{  ISSUED FOR COMMENT
REV| DATE | DESIGN|DRAWN |CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
CPnYn| —
. . BEHIN TARH PAYDAR
(BTP CO.)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402—T—13800
PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT
PREPARED BY:  » \appian | TTLE:
CABLE LADDER/TRAY SUPPORT FIXED TO STRUCTURE ELECTRICAL CABLE ROUTE AND SECTION
BRACKET MOUNTING APPROVED BY:  R.RAZMI Lavout
CONT. No. | REF. |ProJ.| PH. | Disc. | TYPE. | SEQ. | REV. |SHEET NO
125/13800 | PoT | 150 | DE EL pwe | 3115 03 |12 OF 16
2 3 4 [ 6 | 7 8 9 10 11 12




EQUIPMENT LIST

NO.

UNIT(Q’

3

DESCRIPTION

REMARK

2w

A
M Rl

STEEL CHANNEL [ 100x50x50x5THK

2w

EA |REA

H.D.G. HOLD DOWN CLAMP

[=}
U-U)

A
EA |RE

STAINLESS STEEL ROUND
HEAD BOLT, NUT W/WASHER

OVERHEAD CRAIN
IRAIL

\
\ OVERHEAD CRAIN

STEEL
STRUCTURE

100__~AS REQ'D __, 100 ‘

/ CABLE LADDER

200
(MIN.)

1100

‘ (nZA?N.) ‘

ﬁ

SPOT WELD

i
|
i
i
i
i
|
i
i
|
i
|
i
i
i
i
i
{ (TYP.) /_@
i
i
i
i
|
|
i
i
|
i
|
i
i
|
i
|
i
i
|
i
i

1 100

200
‘ (MIN.) ‘

1100

TO BE APPLIED WHERE
600WIDTH TRAY AND ABOVE

| SPOT WELD
S (TYP.)

SHELTER AREA ON STEEL STRUCTURE, 3 LAYERS

NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

1- FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE",
DOCUMENT No: “POT—150-DE—IN—PPL—4116".

REFERENCE DOCUMENT

SYMBOL & LEGEND

CABLE TRAY/LADDER

SOIL CABLE TRENCH

CONDUIT

HANDHOLE

Jlo) | (m|

DUCK BANK

Plan

03 [04/09/09 AMADHIAN  [R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

02 |04/08/25 A.MADHIAN  |R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

01 |04/08/14 A.MADHIAN  |R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

00 |04,/06/1

9 A.MADHIAN  [R.RAZMIR.RAZM| ISSUED FOR COMMENT

REV{ DATE

DESIGN|DRAWN [CHECK | APP. DESCRIPTION

CLIENT

Co PNV

OWNER: CONSULTANT: SUPER VISOR:

o Jorlee pi

BEHIN TARH PAYDAR ¥
)

(BTP CO

SCALE: NTS

SIZE:A3 PROJ. NO.: 1402-T-13800

PROJ:

PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT

PREPARED BY: TITLE:

A.MADHIAN
ELECTRICAL CABLE ROUTE AND SECTION

APPROVED BY: g RaZMI LAYOUT

CONT. No.

REF. | PROJ.| PH. DISC. | TYPE. | SEQ. REV. [SHEET NO

12S5/13800

POT 150 DE EL DWG 3115 03 |13 OF 16

10

1 12




3 4 5 6 7 8 10 11 12
NOTES
1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.
3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.
5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.
G o SHo0 s MRLED WHER POSSBLE O PSR DL LIRS
SlZE 8- ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.
sgmm.| 50 70 95 120 | 150 185 | 240 9— FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.
5—CORE ﬁ?: PR DT RN s PO To W (SerTON Loo0T 8 SRIE RO )
DOCUMENT No: “POT—150—-DE—IN-PPL—4116".
OVERALL 520 | 56 | 60 | 64 | e8| 72 | 80
DIA. (mm.)
CONDUIT 100
SIZE (mm.) REFERENCE DOCUMENT
SYMBOL & LEGEND
{7/} | cABLE TRAY/LADDER
SIZE - SOIL CABLE TRENCH
sgmm. 4 6 10 16 25 35 50 70 95 120 150| 185| 240
= CONDUIT
2C 19.6 21 24.59 26.5 30. 32.5 31.5( 34 38 | 41.5] 45 49 55 D HANDHOLE
OVERALL 8228 | puck Bank
DIA. (mm.) 3C 20.5 23 25 27.5 31.9 34.59 34.5| 38 44 1 47.5] 51 57 63
4C 23 245 27 29.5
2C
CONDUIT
SIZE (mm.)| 3cC 50 75
100
4C Plan
B.) FOR : 1KV PVC/LC/SWA/PVC
{
CORE
2¢ 3c | 4c | sc | 7¢ 12¢| 24c
2.5 sgmm
03 |04/09/09| AMADHIAN [R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
OVERALL
DIA. (mm.) 17.7 18.3] 19.3| 21 22 27 33 02 |04/08/25| AMADHIAN [R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
01 |04/08/14| AMADHIAN [R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
gg‘é?ﬂ;) 40 50 00 [04/06/19| AMADHIAN |[RRAZM[R.RAZM|  ISSUED FOR COMMENT
: Rev] DATE  |pEsion|orawn [cHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
C.) FOR : 1KV PVC/LC/SWA/PVC -
Co PNV —
AR BEHIN TARH PAYDAR
(BTP CO)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402-T—13800
PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT
PREPARED BY: , vaonmn | TTLE:
ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT
CONT. No. | REF. | Prou.| PH. | disc. | TvPe. | sea. | Rev. [sHEET NO
125/13800 | POT | 150 | DE | EL | ows [ 3115 | 03 [14 oF 16
3 4 5} 6 7 8 10 11 12




CABRE TRAY W=hixiifn | .\‘\O

10—

L 50X50

SECTION FOR PAO1-LAO1

f
INSTRUMENT SPARE
CONTROL
Qo e Q Q Q
‘1!!lll) <::::::> <::::::>
\
SECTION FOR PA02-DBO1
/
INSTRUMENT SPARE
CONTROL
Q Qo Q Q
POWER
\
SECTION FOR PA03-DBO1

L 50X50
SECTION FOR PAO1-LAOZ

OOO

CAME TRAY W=60xiin |

CAME LADDER W=6tx¥0(a |

OO Oc0000c00 080

L 50X50
SECTION FOR PAOR-LAO1

ELECTRICAL SECTION VIEW

NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.
3- IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.

4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

Ei— %uag#L OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE'.}

No: “POT—1 SD—DE—IN—FFL—4| 16"

REFERENCE DOCUMENT

SYMBOL & LEGEND

{7/} | cABLE TRAY/LADDER
- SOIL CABLE TRENCH
—— | conpurr
D HANDHOLE
B2 | puck BANK
Plan
{
03 |04/09/09| AMADHIAN |R.RAZMIR.RAZM| APPROVE FOR CONSTRUCTION
02 |04/08/25 A.MADHIAN  |R.RAZMIR.RAZM] APPROVE FOR CONSTRUCTION
01 104/08/14 A.MADHIAN  |R.RAZMIR.RAZM] APPROVE FOR CONSTRUCTION
00 j04/06/19 A.MADHIAN  |R.RAZMIR.RAZM] ISSUED FOR COMMENT
REV| DATE DESIGN |DRAWN [CHECK | APP. DESCRIPTION
CLIENT OWNER: CONSULTANT: SUPER VISOR:
') n q "q P.M.O e Sl i
e BEHIN TARH PAYDAR ¥
(BTP CO.)
SCALE: NTS SIZE:A3 PROJ. NO.: 1402—-T—13800
PROJ:
PAYA OIL PRODUCT TERMINAL IN SHAHID RAJAEE PORT
PREPARED BY:  , \phian | TTHE:
ELECTRICAL CABLE ROUTE AND SECTION
APPROVED BY: g RaZMI LAYOUT
CONT. No. | REF. | PROJ.| PH. | DISC. | TYPE. | SEQ. REV. [SHEET NO
125/13800 | POT | 150 DE EL DWG | 3115 03 |15 OF 16

N

10

12




-

[ rormstaomenr |

COVERED CABLE TRAY IMK

L 50X50

SECTION FOR PAOZ-LAOS

.

[ rorwsmroven |

COVERED CABLE TRAY I:Mﬂl’\

CARLE TRAY V=601 |

L 50X50

SECTION FOR PAOZ-LAO3

NOTES

1— ALL DIMENSIONS, ELEVATIONS AND COORDINATES ARE IN mm UNLESS NOTED OTHERWISE.
2—- CABLE LADDERS/TRAYS SHALL BE MADE OF HOT DIPPED GALVANIZED MODULAR TYPE.

3— IN CASE OF HORIZONTAL LADDERS/TRAYS, THE CABLES SHALL BE SUPPORTED EVERY 2m.
4— IN CASE OF VERTICAL LADDERS THE CABLE SHALL BE SUPPORTED EVERY 1m.

5— THIS DOCUMENT IS VALD ONLY FOR ELECTRICAL PURPOSE.

8- ALL OF CABLE LADDERS/TRAYS EXPOSED TO SUNLIGHT SHALL BE PROVIDED WITH COVER.
7— UGHTING CABLES SHOULD BE INSTALLED WHERE POSSIBLE ON ELECTRICAL CABLE LADDERS.
8~ ALL OF CABLES IN TRAYS/LADDERS COULD BE RUN IN TOUCH.

9- FOR EXACT LOCATION OF CABLE TRENCH SEE RELEVANT CIML DRAWINGS.

10— IN ORDER TO INCREASE THE SAFETY CABLE TRENCH SHOULD BE SAND FILLED.

1- FOR DETAIL OF INSTRUMENT CABLES, REFER TO “INSTRUMENT LOCATION LAYOUT & CABLE ROUTE",
DOCUMENT No: “POT—150-DE—IN—PPL—4116".

REFERENCE DOCUMENT

SYMBOL & LEGEND

CABLE TRAY/LADDER

SOIL CABLE TRENCH

CONDUIT

HANDHOLE

Jlo) | (m|

DUCK BANK

Plan

03 [04/09/09 AMADHIAN  [R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION

02 |04/08/25 A.MADHIAN  |R.RAZMIR.RAZM| ~ APPROVE FOR CONSTRUCTION
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